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DESCRIPTION 
All adjustable bases consist of a series of threaded base and upper units of high density 

polypropylene. They can be combined with a threaded coupler . Upper units have integral/ 8 
in. spacing tabs. 
 

BASIC USE 

All adjustable pedestals are designed to be used to provide the installation of architectural 
pavers with open joints. The combination of adjustable pedestals and couplers can provide a 
rise of 2 to 16 in. to compensate for differences in height between the structural slab and the 
finished elevation. 
 

TECHNICAL DATA 

Model Number Description Height Range Maximum Height 

 

B1 Adjustable Pedestal 
31-50 mm 

(14-2 in.) 

50 mm 
(2 in.) 

 

B2 Adjustable Pedestal 
50-75 mm 
(2 -3 in.) 

75 mm 
(3 in.) 

 

B3 Adjustable Pedestal 
75-120 mm 

(3-4p in.) 

120 mm 

(4p in.) 

 

 
 
 

B4 Adjustable Pedestal 
120-196 mm 

(4p-7p in.) 

196 mm 

(7p in.) 

 

C4 Coupler 
Adds up to 

100 mm ( 4 in.) 
each 

Use 3 to reach 
406 mm (16 in.) 

 

CHARACTERISTICS 
Supports up to 450 kg (1000 lbs). 
Maximum elevation to 406 mm (16 in.) using couplers. 
Impervious to water, mold and freeze-thaw. 
Preassembled. 
Packaged in weather resistant boxes. 
Contains 20% Post-Industrial Recycled Material 

 



PRODUCT DATA SHEET                                                                                                          Adjustable Pedestal 

 

Hydrotech Membrane Corp. 10 951, boul. Parkway, Ville d’Anjou, Qc, H1J 1S1 Tel : (514) 353-6000; (800) 361-8924 Fax :(514) 354-6649  Rev: 2013/10 

 
 

2 

ACCESSORIES 
 

Model Number Description Height Range Maximum Height 

 

HD50 Fixed height stackable 
pedestals 

12.5 mm (2 in.) 
Tabs 

5 mm (e in.) 
wide HD75 19 mm (p in.) 

 

B11 Rubber shim 1.5 mm (d in.)  

 

PS1 Plastic shim 3 mm (8 in.)  

 

 
 
 

LD4 Base leveler Stack up to 4 
6.5-25 mm 

(4-1 in.) 
Per foot slop 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

LEED INFORMATION 
 

  Credit 4 Credit 5  

Recycled Content (% by weight)  20    

Manufacture Location   N/A  

Extraction/Harvesting Location   N/A  

VOC Content (g/L)    N/A 

 
 
The contents and methods described herein are the intellectual property of Hydrotech Membrane Corp.. The information is based on data and knowledge 
considered to be true and correct at the time of publication and is offered for the user’s consideration, investigation and verification. The information is 
subject to change without notice. The determination of suitability and fitness of the products and the application described herein for a particular purpose 
are the sole responsibility of the user. Please read all statements, recommendations and suggestions in conjunction with the conditions of sale which apply 
to all goods sold by Hydrotech Membrane Corp., including the express disclaimers by each company of the implied warranties of merchantability or fitness 
for a particular purpose. 


